
Features and Benefits:
n Top-mounted accumulator for ease of maintenance
n 20-30% increase in impact energy over previous
models due to increase in piston diameter.

n Large front head design handles severe applications
nOne year warranty on all F-Series breakers
n Two strategically located warehouse facilities with 
extensive tool inventories assuring on-time deliveries

All Kent hammers come complete with Kent’s exclusive Pro-Pak for ease of installation. 
The Pro-Pak includes hose whips, mounting hardware, standard working steel and 
tool kit with operating manual at no additional charge.
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   Large diameter piston 

   Top-mount nitrogen charged accumulator

KFC3/45M3/02

KENT F SERIES       KF1 through KF5

Backhead (no charging is required on
models KF1 through KF5)

   Round cylinder design

   CD designed threads on thru-bolt 
provide even load distribution and 
greater surface contact between 
the nut and bolt

   Large front head design

   Tool retainer is 
held in place with 
locking pin

   Replaceable front 
head bushing

   Working steel

Calculated in accordance with the AEM Measuring Guide for
Tool Energy Rating for Hydraulic Breakers developed by the
Mounted Breaker Manufacturers Bureau of the Association
of Equipment Manufacturers. This Mounted breaker is certified
to comply with the above standard.

Kent’s policy is one of continual improvement. Specifications
may change between printing.


