
HCR1100-ER Drilling Coverage

Boom lift angle 0°
Oscillating angle 7.5° 

Boom lift angle +30.3°
Oscillating angle +7.5°

Boom lift angle +40.2°
Oscillating angle -7.5°

Boom lift angle +44.8°
Oscillating angle -7.5°

Center shaft

Boom swing center

Machine center

30
°

30°

5"
 

(1
27

m
m

)

10
6.

1"
 (2

69
5m

m
)

97
.4

" (
24

75
m

m
)

14" (355mm)

381.8" (9700mm)

372.6" (9465mm) (SHIPPING)
124.3" (3159mm)
94.1" (2395mm)

33.4" (850mm)

69.3" (1765mm)

3.5" 
(90mm)

175.2" (4451mm)

19°

33
.3

" (
84

6m
m

)

24
.3

" (
61

8m
m

)

12
8.

2"
 (3

25
8m

m
)

12
3.

8"
 (3

14
5m

m
) (

SH
IP

PI
NG

)
312" (7925mm)

129.1" (3280mm)

94" (2390mm)

12.8" 
(326mm)

13" 
(330 mm)

22.2" 
(564mm)23" (585mm)

98.4" (2500mm) (SHIPPING)

5" 

(127m
m

)

RAD 8' 7.5" (2625 mm)
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Vertical Drilling Coverage 
on Horizontal Plane

Vertical Drilling Coverage


